SHAKER “7 fIDIL:ISYST&M
ROTATOR & DIGITAL ROTATOR DSR-P & DSR-D-N series )

DSR-2100P DSR-2800P DSR-2100D-N | DSR-2800D-N

Features:
+ Wide used in VDRL, RPR, and EIA test.  With variable speed, timed or continuous mode operation.
+ Stable and quiet operation.  Quality certificate: 15O 9001, 1SO 13485.
+ Simple and digital types for your options.
Specifications:

Model DSR-2100P DSR-2800P DSR-2100D-N DSR-2800D-N
Speed

Time mode

Display

Platform dimension
Orbit diameter
Load capacity

Accessory
Weight (kg)

(mm)(WxDxH)

Power supply: AC 110V 60Hz (220V 50/60Hz available)

ORBITAL SHAKER 98:0 saries )

* Designed for continuous-operation orbital shaking, day and night.
» Suitable for carrying heavy duty.
Al sailes steel pltform and damps.
0OS-350D with OS-350D with  Qualty certificate: 150 9001, 150 13485.
platform clamps
Specifications:
Model 0S-350D 08-520D 0S-600D 0S-1060D
Speed 10~250rpm at 80Hz: 10~
Time mode
Platform dimension
Orbit diameter
Optional Accessory 50ml, 125ml, 250ml, 500ml, 1L, 2L flask clamps
(mm)(WxDxH) el -

Power supply: AC 110V 60Hz (220V 50/60Hz available)
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